
34 HDMI

Digital Video
HDMI cable (28 AWG - UL STYLE) Ø mm. 7,2

tasker®
Code

TSK 1061

Cond.
number

4x2

+1x2

+5

Nominal
section

mm2.

4 x 2 x 0,08
(28 AWG)

1 x 2 x 0,08
(28 AWG)

5 x 0,08
(28 AWG)

Cond.
Format.

mm.

7x0,127

7x0,127

7x0,127

External
Core

Ø mm.

0,96

0,70

0,70

External
Inner

Sheath

Ø mm. 

External
Cable

Ø mm.

7,2

Reel or Spool

mt.

100

Type

B

Kg.

8,0

Conductor
Resistance

Ω/Km ± 5%

210

210

210

Impedance

Ω ± 15%

100

Rated
Voltage

AC - V

30

Attenuation db/5mt

0,3 ÷ 825 0,825 ÷ 2,475 2,475 ÷ 4,125
MHz GHz GHz
< 8 < 21 < 30

Product Description
Flexible HDMI cable with external diameter of
only mm. 7,2 for the realization of HDMI patch-
cables for recommended lenghts of max. 10
meters.
HDMI (High Definition Multimedia Interface) is
a totally digital system for the interface of all
the HD digital audio and video equipments.
With a single HDMI cable, you can transfer the
highest digital audio and video quality in any
HD format.
HDMI system allows the connection among
HD-TV, LCD and Plasma Monitor, Videowall,
Blu-Ray DVD players, CD players, Digital
Decoders PC, Notebook, Lap Top, Videogames.

Descrizione Prodotto
Cavo HDMI flessibile con diametro di soli
mm.7,2 per la realizzazione di HDMI patch-
cables per lunghezze consigliate di 10 metri.
HDMI (High-Definition Multi-media Interface) è
un sistema completamente digitale per
l'interfaccia di tutti gli apparati audio e video
digitali ad Alta Definizione (HD).
Con un solo cavo HDMI si può trasferire la più
alta qualità video e audio digitale in qualsiasi
formato HD.
Il sistema HDMI consente di connettere tra di
loro apparecchi HD-TV, Monitors LCD e Plasma,
Videowalls, lettori DVD Blu-Ray, lettori CD,
Decoders Digitali, PC, Notebook, Lap Top,
Videogiochi.

Characteristics:
4x2x28 AWG
Pairs number: n° 4
Conductors: stranded in O.F.C.

Silver-coated copper
Insulations: FM-PE + SKIN
Pair colours: White/Brown, White/Red,

White/Blue, White/Green
Drain Wire: stranded Silver-coated O.F.C.

copper
Shields: All/Mylar tape – covering 100%
1x2x28 AWG
Pairs number: n° 1
Conductors: stranded in O.F.C. tinned copper
Insulations: PPE
Core colours: Yellow/Orange
5x28 AWG - Insulated cores
Conductors: stranded in O.F.C. tinned copper
Insulations: PPE
Core colours: White, Red, Black, Grey, Purple
Grouping
I° Shield: All/Mylar tape – covering 100%
II° Shield Braided Tinned O.F.C.

copper covering 80%
Sheath: PVC Flame Retardant –

LOW TOXIC UL VW 1 
Sheath colour: Black

Operative Temperature °C           -15 / +80

46
1

Applications:

tasker® connectors:

OFC

FOAM PE+SKIN

PPE

PVC

RoHS
2002/95/EC
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